
Shades
Design:
Keiji Takeuchi

Caratteristiche tecniche Shades
Technical specifications / caractéristiques techniques / technische eigenschaften / технические характеристики

Spessore - Thickness

9 mm
CARATTERISTICHE TECNICHE
TECHNICAL SPECIFICATIONS

METODI DI 
PROVA

NORMA ISO 
STANDARD

VALORI PRESCRITTI DALLE NORME
INTERNATIONAL STANDARDS

UNI EN 14411 - ISO 13006

PRESTAZIONI
PERFORMANCES

LATI
SIDES

СТОРОНЫ

ISO 10545-2

± 0,5%
(± 2,0 mm)

CONFORME
COMPLIANT

УСТУПЧИВЫЙ

SPESSORE
THICKNESS
ТОЛЩИНА

± 10%
(± 0,5 mm)

CONFORME
COMPLIANT

УСТУПЧИВЫЙ

RETTILINEITÀ DEGLI SPIGOLI
STRAIGHTNESS OF EDGES

ПРЯМОЛИНЕЙНОСТЬ КРОМОК

± 0,3%
(± 1,5 mm)

CONFORME
COMPLIANT

УСТУПЧИВЫЙ

ORTOGONALITÀ
RECTANGULARITY

ОРТОГОНАЛЬНОСТЬ

± 0,5%
(± 2,0 mm)

CONFORME
COMPLIANT

УСТУПЧИВЫЙ

PLANARITÀ
SURFACE FLATNESS
ПЛОСКОСТНОСТЬ

± 0,5%
(± 2,0 mm)

CONFORME
COMPLIANT

УСТУПЧИВЫЙ

ASSORBIMENTO D’ACQUA
WATER ABSORPTION
ПОГЛОЩЕНИЕ ВОДЫ

ISO 10545-3 Eb > 10% Eb > 10%

RESISTENZA ALLA FLESSIONE
BENDING STRENGTH

ПРОЧНОСТЬ НА ИЗГИБ
ISO 10545-4 > 600N 

> 12 N/mm2

CONFORME
COMPLIANT

УСТУПЧИВЫЙ

RESISTENZA AGLI SBALZI TERMICI
RESISTANCE TO THERMAL SHOCKS ISO 10545-9

TEST SUPERATO SECONDO EN ISO 
10545-1

TEST PASSED ACCORDING TO

NESSUN DANNO
NO DAMAGE

RESISTENZA AI PRODOTTI CHIMICI USO DOMESTICO E 
ADDITIVI PER PISCINA- RESISTANCE TO HOUSEHOLD AND 
SWIMMING POOL CHEMICAL PRODUCTS  - СТОЙКОСТЬ К 

ДЕЙСТВИЮ БЫТОВЫХ ХИМИЧЕСКИХ СРЕДСТВ, ДОБАВКАМ 
В БАССЕЙНЫ

ISO 10545-13 min. B
CONFORME
COMPLIANT

УСТУПЧИВЫЙ

RESISTENZA ALLE MACCHIE
STAIN RESISTANCE

СТОЙКОСТЬ К ОБРАЗОВАНИ
ISO 10545-14 minimum classe 3

CONFORME
COMPLIANT

УСТУПЧИВЫЙ

Bicottura pasta bianca rettificata - White body double fired rectified

ISO 13006 - UNI EN 14411 Annex L - BIII GL

Per ulteriori informazioni visita il nostro sito: www.decoratoribassanesi.it - For further information visit: www.decoratoribassanesi.it - Pour plus d’informations, visitez notre site : www.decoratoribassa-
nesi.it - Für weitere Informationen besuchen Sie unsere Webseite: www.decoratoribassanesi.it - Для получения дополнительной информации посетите: www.decoratoribassanesi.it

I valori riflettono una media tra diversi test eseguiti secondo le normative di riferimento condotti nei nostri laboratori e/o presso centri di analisi esterni certificati. I valori di singole produzioni possono 
variare. / Values are based on an average of the results of various tests, which, according to required standards, have been conducted in our certified laboratories or external dedicated centers. Values of 
each individual production may vary.

Stucco Consigliato/ Recommended Filling / Plâtre Conseillé / Empfohlene Fugenmasse / Рекомендованная Затирка

Kerakoll FUGABELLA  color

White 05

Dark Grey 08

Sand 45

Terracotta 32

Deep Blue 15 - 10

2524 Decoratori Bassanesi


